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THE IRON AGE. 


the vise, and giving the operator any angle of adjust- 
ment he desires, in either or both of the circles, and that 
the vise differs from the ordinary swivel vise in that it 
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The Williamson Universal Double Swivel Vises. 


Williamson Mfg. Company, Bradford, Pa., are offer- 
ing the vises shown in the accompanying cuts. For fine 
and accurate work, the manufacturers remark, the vise 
is invaluable, as sometimes even a shadow on the work 
Will annoy and delay the workman, and that the time 
Saved by having work in a convenient position will soon 
pay for a new equipment of vises. In operation, by one 
motion of the hand pulling the lever forward, the jaws 


can be moved to right or left, up or down, forward or | 


backward. When in the position desired, the lever is 
pressed firmly backward and the vise is securely locked. 
When locked, it is stated, the vise is perfectly rigid and 
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Fig. 1—The Williamson Universal Double Swivel Vise. 


4s strong as a solid vise. The combination vise is worked 
upon the same principle as the machinists’ vise. The 
following points of excellence are referred to by the man- 
ufacturers: That the vise revolves upon two distinct 
complete circles, adjusting itself to any degree of these 
circles, quickly and positively, by the action of one le 
ver, obviating the necessity of removing the work from 


LL 
nh i 


tet le {it iT 
CATON 


Fig. 2.—One of the Numerous Positions in Which the Vise Can 
be Revolved. 


revolves upon two circles instead of one, practical in 
both, is more quickly and rigidly adjusted, and simul- 
taneous in its adjustment to both circles. It is explained 
that the vise is suitable for any industry where vises 
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Fig. 3.—The Wi!!iamson Combination Gas Fitters’ and Plumbers’ 
Vise. 


are used, from the small jewelers’ vise to the large ma- 
chinists’ vise. The vises are made in seven widths of 
jaw from 214 to 6 inches. 
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